REVISIONS
Z0KE| REV. DESCRIFTION DATE APPROVED
DESCRIPTION — | ORIGINAL RELEASE JOB# 306129 |si/22/08
THE LVD-218 SERIES DLVA'S ARE AVAILABLE IN EXTENDED 70/75 dB AND STANDARD B SEE_ECR# 08-047 7/2/08 N
50 dB DYNAMIC RANGE OVER THE FULL 2—18 GHz BANDWIDTH, WITH TRUE DC C SEE ECR# 09-025 8/2/00 il
COUPLING.  UNITS EMPLOY PLANAR DIODE DETECTORS AND INTEGRATED VIDEO L
CIRCUITRY FOR HIGH SPEED PERFORMANCE AND OUTSTANDING RELIABILITY. THE vim T8 0500
DLVA’S ARE OF SUPERIOR CONSTRUCTION USING STATE—OF—THE~ART MIC/MMIC t N\ PPy
TECHNOLOGY. THE SIZE IS 3.0" x 3.5" x 0.5" , 300
FEATURES (L@,
e TRULY DC COUPLED e SUPERIOR ACCURACY — "
o WIDE BANDWIDTHS o EXTENDED DYNAMIC RANGE CAPABILITY pmem
e FAST RISE TIMES e MINIATURE SIZE AN |
® SHORT RECOVERY TIMES . DETECTOR LOG
VIDEQ AMPLIFIER(DLVA
SPECIFICATIONS 3500 e N
® FREQUENCY RANGE:: - -« --vvereernen ., 2 T0 18 GHz N R i
® FREQUENCY FLATNESS: <+ vvvvriverneniin.. +2.5 dB MAXIMUM SERUL NO:
O TSS —68 dBm TYPICAL C}
® VSWRE e - 2.5:1 MAXIMUM e J
e DYNAMIC RANGE: -« vvnromnoonenn .. 75 dB TYPICAL a}? S v v en — Ghmtuma oies
& LOGGING RANGE: - -+ v ovveeeeaeni . ~B5 TO +10 dBm MINIMUM B:Bas—f—g T T T e
® LOG LINFARITY: oot £1.75 dB MAXIMUM 102
O Q06 SLOPE: -« - v v veimme e 50 mV/dB TYPICAL I...m'oi‘ J
¢ LOG SLOPE ACCURACY: - vvvooonenn +10% 0.240 d)
® {0C TEMPERATURE STABILITY:----vvvnvvnn. $2.0 dB (0° C TO +60° C) 1—*@ ©
@ RISE TIME: « o vvveroeiiaiia e 30 nSec MAXIMUM, 20nSec TYPICAL
o RECOVERY TIME: ++ - eviiiiiien, 200 nSec TYPICAL, 300 nSec MAXIMUM ENVIRONMENTAL RATINGS
® VIDEQ LOADI -+ v romeroe et 100 OHMS TYPICAL, OR AS DESIRED s TEMPERATURE: ---.... .. -0'C TO +60°C (OPERATING)
* DC POWER (NO LOAD) —85'C TO +100'C (STORAGE)
N e e 9 TO 18V @ 350 mA MAXIMUM « HUMIDITY:. .............. MIL-STD—202F, METHOD 103B COND. B
R T ‘8 TO 18V @ 200 mA MAXIMUM ¢ SHOCK: - ................ MIL-STD—202F, METHOD 2138 COND, B
» VIBRATION: ----... R MIL—STD—202F, METHOD 204D COND. B
¢ ALTITUDE: - - - .. .. ........ MIL-STD—202F, METHOD 105C COND. B
m » TEMPERATURE CYCLE: - . - MIL—STD--202F, METHOD 107D COND, A
@ ADT: - oo EXTENDED 0.2 TO 20 GHz RF FREQUENCY RANGE
@ AD2: - EXTENDED 0.5 7O 18 GHz RF FREQUENCY RANGE AMERICAN MICROWAVE CORPORATION
Y A04 ..................................... ALTERNATE LOG SLOPES FRE 7§?ékG“?ER()Y\/E ;}g}&z\? U A A o ey
e DE . LA 704 US
& AD5: - - HIGH POWER RF CW/PEAK PROTECTION TEL: 301-662:4700 FAX: 301-662.-4538
@ ADB: v EXTENDED LOGGING RANGE I‘\ENEA%iSﬂTE: americ nmlg:r Wavecorp.com
® ADT: e OTHER VIDEO LOADS : 1SO 9004 :2000 CERTIFIED
TIRE PRODUCT FEATURE
APPROVLS DTz LVD-218-70/75
NOTE: THE ABOVE SPECIFICATION ARE SUBJECT TO CHANGE OR REVISION. TR 2 T0 18 GHz, 70/75 d8 TRULY
g::fl:w?::e:::l]g{l:;h:; {:'!r:tqul:evioz;ne:‘;:mc::?&sSbo(:::nglep:er’::g;ﬂl.f ALL DIMENSIONS ARE IN INCHES mWfP H/!!/S‘l o Esfu E:;OUPLED UEGELECTOR LOS VIDEO AMPLIFIER V.
TOLERANCES: g . :
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